TECHNICAL DATA CENTRAL UNIT

Flow rate

Lubricant

Number of lubricant outlets
Delivery pressure
Operating frequency
Cycle life

Operating temperature
Operating voltage
Protection

Reservoir capacity
Level monitoring
Material, reservoir
Material, housing
Noise emission

Weight (full reservoir)
Dimensions

Mounting position

30 or 60 mm?/stroke and outlet

mineral or synthetic oil without solid additives
<100 m*/s (cSt) at projection temperature
2

<100 bar 1450 psi
< 3 strokes/s

20 x 106 cycles max

0to +60°C +32 to 140 °F
110/ 220V AC, 50/60 Hz

IP65

751 2 gal

min. level switch

PEhd

ABS

<70dB (A)

12 kg 26.51b

400 x 238 x 288 mm 15.7 x 9.4 x 11.4 in

upright

The central unit responds to the requirements of the following major standards

Safety compliance
Safety compliance

Electromagnetic compatibility (EMC) — Part 6-4:

Generic standards — Emission standard for industrial

environments

Degrees of protection provided by enclosures

IEC 61010-01 : 03/2001
IEC 61010-01 : 2010
EN 61000-6-4 : 2007/A1: 2011

NF EN 60529 (2000)

TECHNICAL DATA NOZZLE SET

Function principle
Projection

Volume

Projection distance

Lubricant

Operating temperature
Standby temperature
Lubricant inlet

Weight

Material

Number of nozzles

Accessories

one or two head projection nozzle

vertically, top-down

0.0018 in’/stroke
0.2-50in

30 mm3/stroke
5-50 mm

mineral or synthetic oil with a max. viscosity < 100 mm?s (cSt) at projection
temperature
=25 to +220 °C -13 to +428 °F
—40 to +220 °C -40to +428 °F
for metallic tube @ 4 mm, max. length 5 m

ca.50g ca.0111lb
stainless steel 304, FPM seal for the check valve

2

holder and fittings

TECHNICAL DATA PROXIMITY SWITCH SET

Proximity switch type
Qutput function
Operating voltage
Sensing range
Protection

Operating temperature
Cable length

Accessories

3 wires DC PNP

NO, normally open

10to 36 VDC

5 mm 0.2in

IP68

—40 to +85 °C -40to +185 °F
5m 16.4 ft

holder and fittings

TECHNICAL DATA LONG TUBE SET

Diameter
Length
Material

Number of tubes

4 mm — thin wall 0.16 in

5m 16.4 ft
stainless steel 316L annealed under PTFE holding tube
2




TECHNICAL DATA SHORT TUBE SET

Diameter 4 mm - thin wall 0.16 in
Length 25m 821t
Material stainless steel 316L annealed under PTFE holding tube
Number of tubes 2
ORDER INFORMATION
Part number Central unit Nozzle ! Proximity switch 2/ Sensing  Tube?
range

Flowrate  Outlets Single Double (7] Temperature Short Long

mm?3/stroke mm °C mm
CLK-460R-100+XXX 2 60 4 - 4 12 ~40t0+85 7 1 1
CLK-260R-100+XXX 2 60 2 - 2 12 ~40t0 +85 7 1 -
CLK-460R-110+XXX 2 60 4 a 4 18 —-20to +180 8 1 1
CLK-430R-101+XXX 2 30 4 4 - 12 -40to +85 7 1 1
CLK-430R-121+4XXX 2 30 4 4 - 8 —401t0+85 4 1 1

3 For more detailed information on the different sets, please see the technical data.

2) The order number has to be completed with the voltage key of the central unit:

428 = 230V AC, 50/60 Hz
429 =115 VAC, 50/60 Hz



