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AMEREX VEHICLE FIRE SUPPRESSION SYSTEM GUIDE 

Owner Responsibilities and Maintenance Overview 

Vehicle owners play the primary role in protecting equipment by supporting fire prevention, regular housekeeping, proper 
vehicle maintenance, operator training, and routine inspection practices. 

IMPORTANT: If any fault, alarm, abnormal condition, missing component, damage, discharge residue, or pressure concern is 
observed, contact maintenance personnel or an authorized Amerex certified distributor before operating the equipment. 

 
VEHICLE HOUSEKEEPING: Inspect and clean the vehicle regularly to remove accumulations of solid combustibles such as dry 
vegetation, paper, wood, coal dust, grease, fuel, oil, and other flammable materials. Pay particular attention to hazard areas including 
the engine area, hydraulic manifolds, belly pan, exhaust areas, and locations near hot surfaces. Use high pressure water or steam 
spray when required by site procedures. 

VEHICLE MAINTENANCE: Proper vehicle maintenance is essential to successful fire prevention. Ensure maintenance is always up to 
date and known mechanical issues are addressed before they increase fire risk. 

TRAINING OPERATORS: All operators should be trained in manual actuation of the suppression system, electronic monitoring or 
control panel interpretation, alarm and fault recognition, and fire relay delay operation when equipped. 

PROVIDING FOR VEHICLE MODIFICATION: Notify an Amerex certified distributor of any vehicle modifications so potential changes 
in hazard can be identified and protected. This includes changes to hydraulic components, guards, engine or exhaust areas, fuel 
systems, operating environment, or vehicle use. 

ENSURING DESIGN INTEGRITY: Never attempt to modify the suppression system or relocate components. Enlist the help of an 
Amerex certified distributor when modifications, repairs, or system adjustments are required. 

SCHEDULING REGULAR MAINTENANCE: It is the vehicle owner’s responsibility to schedule monthly inspections and semi-annual 
maintenance. Amerex Corporation warrants only those systems that are properly maintained. 

PERFORMING QUICK CHECKS: Fire suppression systems can become damaged between routine inspections. Owner and operator 
self-inspections provide an added measure of safety before the vehicle is placed into service. 
  



 
 
 

 
 

OWNER / OPERATOR MAINTENANCE CHECKLIST 

Daily and Monthly Inspections 

The Amerex Fire Suppression System should be maintained and tested every six months by an Amerex certified distributor. Amerex also 
recommends the following owner/operator inspection requirements to support safe and reliable system performance. 

Date   Shift   

Operator   Equipment ID / Unit   

Location / Area   Hour Meter   

 
Mark each item as OK, Issue, or N/A. Add notes or corrective action for any issue before the equipment is placed into service. 

# Inspection Item OK Issue N/A Notes 
Daily Inspection: Owner / Operator 

1 Electronic display panel, if equipped, shows normal system status. ☐ ☐ ☐  

2 Green “OK” status LED is illuminated on systems with electronic display panels. ☐ ☐ ☐  

3 Pressure gauges are checked if no pressure switch is used. ☐ ☐ ☐  

4 Nitrogen cylinder pressure gauge is checked, if equipped. ☐ ☐ ☐  

5 No alarms, faults, trouble indicators, or abnormal conditions are present. ☐ ☐ ☐  

6 No visible indication of system discharge, including dry chemical residue on the vehicle or 
ground. ☐ ☐ ☐  

Monthly Inspection: Owner / Operator 
7 All components are present, in their original location, and securely fastened. ☐ ☐ ☐  

8 Mechanical actuation devices are accessible and not blocked by vehicle modifications, 
tools, debris, or clutter. ☐ ☐ ☐  

9 Maintenance tag or certificate is in place and up to date. Inspection date and initials are 
recorded as required. ☐ ☐ ☐  

10 Visible components are inspected for damage, corrosion, abrasion, dents, loose hardware, 
or conditions that may prevent operation. ☐ ☐ ☐  

11 Agent cylinder pressure gauge pointer is in the green operating range. ☐ ☐ ☐  

12 Nitrogen cylinder pressure gauge indicates proper pressure, if equipped. ☐ ☐ ☐  

13 Dust cap is installed on the safety rupture disc of the agent cylinder. ☐ ☐ ☐  

14 Protective caps are in place on nozzle tips. Nozzle outlets are unobstructed and properly 
aimed at the intended hazard areas. ☐ ☐ ☐  

15 “In Case of Fire” instruction labels and “Caution” labels are intact, clean, and legible. ☐ ☐ ☐  

16 Excessive grease, oil, dry vegetation, combustible material, or debris is not present in 
protected areas. ☐ ☐ ☐  

17 No recent repairs, welding, cleaning changes, or modifications have impacted system 
components without review. ☐ ☐ ☐  

18 Portable fire extinguisher is charged, accessible, and properly mounted, if applicable. ☐ ☐ ☐  
 
IMPORTANT: Any service required as a result of monthly inspections should be performed only by an authorized Amerex certified distributor. 
 
Operator Signoff 

Operator Name  Signature  

Date / Time  Maintenance Follow-Up 
Required ☐ Yes   ☐ No 
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